Materials T ming Belts

'STD : Polyurethane BeltBody g SO/ mos L
with Steel Tension Members 0. 08 Pitch

RATING
TEMPERATURE RANGE
FROM0'T0 +80C
TEMPORARILY HIGHER (+120°C)
BELT SPEED UP TO 80M/S
EFFICIENCY UP TO 98%
TORQUE : SEE TECH PAGES
. + LOW ELONGATION
6.35 Wide LOWER INSTALLATION
+ TRANSMISSION OF HIGHER TORQUE
DISCOUNTS + REDUCED INTERFERENCE AND IMPROVED
T5 Lt Price MESHING CHARACTERISTICS
6191 - 7% | [usRicATING oILS
20-39 | -14% + DIMENSIONS TO DIN 7721 SINGLE SIDED BELT
40-59 | - 209 + BETTER TOOTH JUMPING RESISTANT
60-99 | —24% + RESISTANCE TO HEAT AND OZONE %
100-200] -27% * LESS NOISE =
PART PITCH [ PRICE 1-5
NUMBER LENGTH TEETH 6.35 WIDE
MP111 111.76 55 £12.68
MP113 113.79 56 £1269 "
MP121 121.92 60 £1275 @@
MP132 132.08 65 £12.77 oy
MP142 142.24 70 12.05
MP144 144.27 71 1301 (D
MP162 162.56 80 13.05 g
MP182 182.88 90 13.30 @y
MP203 203.20 100 13.41
MP209 209.30 103 1371 00
MP213 213.36 105 13.78
MP243 243.86 120 1215 |y
MP256 256.03 126 £14.33
MP264 264.16 130 c1a50 D
MP284 284.48 140 £14.64 =
MP304 304.80 150 £14.67_
MP355 355.60 175 15.33
MP373 373.89 184 1576 ©
MP449 449.07 221 1627
MP503 503.94 248 16.85 T
MP520 520.19 256 17.24 ©
MP599 599.40 295 1840 S
MP731 73152 360 23.88 =
MP1178 1178.56 580 £30.58
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